390

INDEX

SAFETY lamp, Davy's, for generator

sheds, 108
valves.    See Vent-pipes

Sale of carbide, regulations as to,
298, 299

Salt, common, in holder-seals, 91

Salzbergwerk  Neu   Stassfurt,   pro-
duction of tetrachlorethane, 285

Sampling carbide, 299, 301,302,305

Sanclmann.    See Hammcrschmidt

Sansair burner, 234

Saulmann.    See Caro

Sawdust in bleaching-powder, 154

Scale, water, in generators, 33, 48

Scented carbide, 22

Scliiif.    See Fuels

Sclvimek burner, 249

Scliwander,  carburetted  acetylene,
281

Schwarz burners, 233, 235

Seal-pots, 215

Seals (holder).    See Holder-seals

Seams in generator-making, 48, 50

Self-luminous burners.    See Burners
(self-luminous]

Sensible heat. 2(5, 28

Separation of holder from generator,
99

Service-pipes.    See Mains

Shoot generators, 67, 69

Silicon compounds, 153

in acetylene, 144, 151, 152, 227
in carbide, 151

Sirins burner, 249

Slaked lime.    See Calcium hydroxide

Sludge.    See Residues

Sludge-cocks, automatic locking of,
59~

Sludge-pipes, blocked, clearance of,
45

Smell of crude andpurified acetylene,
5, 149, 164, 168, 178

Smith, purification, 153

Smoke, production of, by flames, 6,
41 _

Smoking,  danger of, in  generator
sheds, 45

Soap, use of, in testing pipes, 213

Soda, washing, for decomposing car-
bide, 106

Sodium acetate solution for gene-
rator jackets, 97

Sodium carbonate and lime, reaction
between, 107
crystallised,   for    decom-
posing carbide, 106
chloride for holder-seals, 91
solubility of acetylene
iu, 179
hypo chlorite purifier, 157
plumbate purifier, 158
sulphate  in  bleaching-powdcr,
157
Soil, carbide residues as dressing for,
287
Solder in generators, 48, 49
Soldering, autogenous, 257
Solids containing water, decomposi-
tion of carbide by, 106
purification by, 158
Solubility of acetylene. 179,180,181,
182, 311
in generators, 67, 166
in holders, 89
in liquids, 170
Soot, production by, of flames, 6, 41
Space occupied by purifying mate-
rials, 160
Sparks from steel tools, danger of,
45
Specific gravity and holder pressure,
199
leakage, 169
of acetylene, dissolved, 266
gaseous, 61, 168, 172
liquid, 1.70, 266
of air, 61
of carbide, 61
of gases, and burner con-
struction, 168
of water, 61
heat of acetylene, 147, 1.71
of carbide, 27
heats, various, 27, 32, 53
intensity.   See Intensity, specific
Speed of reactions between carbide,
water, and calcium hydroxide,
39, 63
of purification, 1.59
Spent lime.    See JResidues
Spontaneous   inflammability,    146,
151, 275, 297
Spraying apparatus, 284
Stable manure for warming genera-
tors, 97
Stadelmann burners, 236